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CONSTRUCTION SITE FIRE & LIFE SAFETY PLAN 

THIS PLAN HAS BEEN DEVELOPED FOR THE JOB SITE AS LISTED BELOW & 

VAIL FIRE & EMERGENCY SERVICES 

3303.1 Program development and maintenance. The owner or owner’s authorized 
agent shall be responsible for the development, implementation and maintenance of an 
approved, written site safety plan establishing a fire prevention program at the project 
site applicable throughout all phases of the construction, repair, alteration or demolition 
work. The plan addresses the requirements of this chapter and other applicable portions 
of this code, the duties of staff and staff training requirements. The plan shall be 
submitted and approved before a building permit is issued. Any changes to the plan 
shall be submitted for approval.  

3303.3.1 Violations. Failure to properly conduct, document and maintain 
documentation required by this section shall constitute an unlawful act in accordance 
with Section 113.1 and shall result in the issuance of a notice of violation to the site 
safety director in accordance with Section 113.3. Upon the third offense, the fire code 
official is authorized to issue a stop work order in accordance with Section 114, and 
work shall not resume until satisfactory assurances of future compliance have been 
presented to and approved by the fire code official.  

3303.5 Fire watch. Where required by the fire code official or the site safety plan 
established in accordance with Section 3303.1, a fire watch shall be provided for 
building demolition and for building construction.  

3303.5.1 Fire watch during construction. A fire watch shall be provided during 
nonworking hours for new construction that exceeds 40 feet (12 192 mm) in height 
above the lowest adjacent grade at any point along the building perimeter, for new 
multi- story construction with an aggregate area exceeding 50,000 square feet (4645 
m2) per story or as required by the fire code official.  

3303.5.2 Fire watch personnel. Fire watch personnel shall be provided in accordance 
with this section. 
3303.5.2.1 Duties. The primary duty of fire watch personnel shall be to perform 
constant patrols and watch for the occurrence of fire. The combination of fire watch 
duties and site security duties is acceptable.  
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3303.5.2.2 Training. Personnel shall be trained to serve as an on-site fire watch. 
Training shall include the use of portable fire extinguishers. Fire extinguishers and fire 
reporting shall be in accordance with Section 3303.6.  

3303.5.2.3 Means of notification. Fire watch personnel shall be provided with not 
fewer than one approved means for notifying the fire department.  

3303.5.3 Fire watch location and records. The fire watch shall include areas specified 
by the site safety plan established in accordance with Section 3303.  

3303.5.4 Fire watch records. Fire watch personnel shall keep a record of all time 
periods of duty, including the log entry for each time the site was patrolled and each 
time a structure was entered and inspected. Records shall be made available for review 
by the fire code official upon request.  

Project is: � Commercial � Residential   

  � New Build  � Remodel  

The construction site fire safety plan for: _____________________________________ 
               
 
has been reviewed and fulfills the requirements listed in NFPA 241 (2022 edition) and 
Chapter 33 of the International Fire Code, as adopted.  

 

Signed by: ________________________________________, Fire Prevention Program 
Manager 

 

Printed Name: _____________________________________ 

 

Signed by: ________________________________________, Fire Prevention Program 
Manager 

 

Printed Name: _____________________________________ 

 

 

JOB SITE NAME AND ADDRESS 

 

https://www.nfpa.org/codes-and-standards/nfpa-241-standard-development/241
https://codes.iccsafe.org/content/IFC2024P1/chapter-33-fire-safety-during-construction-and-demolition
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* Denotes to must be filled

*CONTACTS
Project Owner: ______________________   _ 
Primary point of contact: __________________ _____ 
Day telephone: __________________  Night telephone: __________________ 
Email: ______________________          _ 

General Contractor 
General Contractor: ______________________   _ 
Primary point of contact: ______________________   _ 
Day telephone: ______________________   _ Night telephone: __________________ 
Email: __________________                               ____   _ 

Owner Designated Fire Prevention Program Manager 
Name: __________________ _____ 
Day telephone: __________________  Night telephone: __________________ 
Email: ______________________          _ 

Alternate Fire Prevention Program Managers 
Name: __________________ _____ 
Day telephone: __________________    Night telephone: __________________ 
Email: ______________________          _ 

Name: __________________ _____ 
Day telephone: __________________  Night telephone: _________________ 
Email: ______________________          _ 

Emergency Services Off-Site Contact Numbers 
For all emergencies: 9-1-1 
Fire (Non-Emergency): 970-479-2250 
Environmental Clean-up (leaks, spills): 9-1-1 
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*PROJECT DESCRIPTION 
The project is scheduled to start vertical construction on ____________________  
 
Upon completion, the building will be a______________                                           ___                                                                                                                                        
 
The building will be Type ____________  construction protected by a  
 
______________________________________________________________________ 
 
The total floor area will be _____________  sq. ft. and the building will be _____ feet 
tall. 
 
Combustible building materials expected to arrive on site (about)_________________ 
 
The project is scheduled to be completed by __________________________ 
 
A site layout is provided (attached) to this plan that shows the following locations: 
☐Site address and plan with building footprint(s)* per IFC 3303 
☐Site entrances, Knox box key/lock and access roads* per IFC 3307 
☐Emergency egress, meeting/muster point* per IFC 3307.1.3 
☐Standpipe and FDC locations* per IFC 3307.4 
☐Dumpster locations* per IFC 3304 
☐Designated smoking locations* per IFC 3305.2 
☐Designated cooking locations* per IFC 3305.7 
☐Material storage locations* per IFC 3304 
☐Construction worker parking locations* per IFC 3307 
☐Hydrant locations* per IFC 3307.2 
☐Construction trailer (if applicable)  
☐Fire barrier/Firewall locations (if applicable) 
☐Temporary structure locations (if applicable) 
☐Temporary fire department access roads with approved turnarounds (if applicable) 
 
*REQUIRED ELEMENTS FOR ALL PLANS 
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*� SITE COMMUNICATIONS AND PERSONNEL PER IFC 3303.6 

Trade Company Point of Contact 
Name 

Cell Phone 

Electrical    
Mechanical    
Plumbing    
Framing    
Roofing    
Fire Sprinkler    
Fire Alarm    
Solar Panel    
Energy 
Storage 
Systems 

   

 
Site emergency communications will be accomplished by: _____________                                     _                             
____                                                                                                                    ____                                    _ 
 
Site personnel responsibilities during an incident: ___________              __                                     _                             
____                                                                                                                                                          ____                                                              
 
Site personnel will have accountability meeting points located at: _________                 ___        _                                     
_                             ____                                                                                                                    ___       _                                     
 
A copy of this fire prevention and control plan will be in: _____________                                       _                             
____                                                                                                                    ____                                    _ 
 
Copies of all documentation will be kept: _____________                                                                  _                             
____                                                                                                                    ____                                    _ 
 

* � I understand that all subcontractors working on the job site will be provided a copy of the 

plan and verify that they will review it. 
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*� SITE HOT WORK OPERATIONS

• Hot work � is or � is not anticipated on this project. If hot work is needed, it

shall meet IFC Ch. 35, NFPA 51B, and NFPA 241. An introduction to hot work
requirements is provided in the annex of this plan. If the general contractor has
a specific hot work policy, it shall be attached to this plan.

• Hot Work Permit Form shall be filled out and filed at the job site with the
general contractor and the individual performing hot work. The form will need to
be kept on file for 48 hours after work is completed. During wildfire red-flag
days, fire restrictions, or extreme fire behavior conditions, all exterior HOT
WORK will need to be approved by Vail Fire & Emergency Services

• Open burning is not allowed on the job site.

*� FIRE PROTECTION SYSTEMS

• Portable fire extinguishers having a minimum 2:A:10B:C rating will be
located in the following locations on a hanger, bracket, stand, or in a cabinet:

1. At every stairway on all floor levels where combustible materials have
accumulated.

2. In every storage and construction shed or trailer.
3. Throughout the building on each floor so that the travel distance is not

greater than 75 feet.
4. At all locations where hot work operations are taking place per the hot

work permit.

*� Standpipe(s) required? ☐ Yes ☐ No

o If Yes, the standpipe shall be provided once the 4th level deck has been
installed and shall be extended to every floor level thereafter. Either
permanent or temporary stairs shall be installed at each stairwell where a
standpipe is located once the 4th level deck is installed. Ladders are not
acceptable in these stairwells.

https://codes.iccsafe.org/content/IFC2024P1/chapter-35-welding-and-other-hot-work
https://www.nfpa.org/codes-and-standards/nfpa-51b-standard-development/51b
https://www.nfpa.org/codes-and-standards/nfpa-241-standard-development/241
https://www.nfpa.org/downloadable-resources/forms/hot-work-permit
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*� Fire Sprinklers (NEW) 

o When new, the fire sprinkler system must be placed in service as soon as 
practicable. This is defined as the building having sufficient heat (either 
ambient or mechanical) and painting operations completed in the areas as 
isolated by the sprinkler system zone control valves.  

o Additional requirements for placing the fire sprinklers in service earlier 
than normal may be needed. If so, those requirements will be outlined and 
attached to the end of this plan.  

o Only qualified and authorized personnel may operate sprinkler 
control valves  

*� Fire Sprinklers (EXISTING)  

o If the building/structure is equipped with a fire sprinkler system, the 
area(s) where work is being performed shall remain active at all 
times or unless approved by Vail Fire & Emergency Services. 
Sprinkler heads shall be placed in appropriate positions based on 
unfinished/finished spaces with cage protection. Any time that the 
building’s sprinkler system is impaired due to work being performed, 
a comprehensive fire watch plan shall be developed between the 
contractor and building owner/management. The plan shall be 
submitted to the fire marshal’s office for review and follow IFC 901.7 
thru 901.8.1.  

o Only qualified and authorized personnel may operate sprinkler 
control valves  
 

*� Fire Alarm Systems, Gas Detection Systems, and other Life Safety  

        Detection System (NEW) 
o The fire alarm or related life safety alarm system shall be placed in service 

as soon as practicable. This is defined as having power available to the 
FACP and, if applicable, power supplies. Initiation devices that may 
unintentionally activate due to construction activities (e.g., smoke 
detectors) shall not be installed until the environment is free from nuisance 
alarm-causing activities.  

o Only qualified and authorized personnel may operate fire alarm 
systems 
 

https://codes.iccsafe.org/content/IFC2024P1/chapter-9-fire-protection-and-life-safety-systems#IFC2024P1_Pt03_Ch09_Sec901.7
https://codes.iccsafe.org/content/IFC2024P1/chapter-9-fire-protection-and-life-safety-systems#IFC2024P1_Pt03_Ch09_Sec901.7
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*� Fire Alarm Systems, Gas Detection Systems, and other Life Safety  

        Detection System (EXISTING) 
o The fire alarm and related life safety alarm system shall be protected or 

changed out to heat devices when appropriate or approved by Vail Fire 
and Emergency Services. When practical, fire alarms and related life 
safety systems should not be placed on test mode unless approved by 
Vail Fire and Emergency Services. Initiation devices that may 
unintentionally activate due to construction activities (e.g., smoke  
detectors) shall be covered until the environment is free from nuisance 
alarm-causing activities.  
 
Per the IFC: Coverings placed on or over fire protection devices to protect 
them from damage during construction processes shall be  
immediately removed upon the completion of the construction processes 
in the room or area in which the devices are installed.  

o  Only qualified personnel may operate fire alarm systems 
 

• Fire walls and exit stairways will be given priority for completion.  
• Fire doors with closing devices and latches shall be installed as soon as 

practicable. 
o This is defined as once drywall has been installed in the area surrounding 

the fire door(s). 
• Stairwell identification will be provided to include the floor level, stair designation, 

and exit path direction as required to provide safe egress when construction 
reaches the 4th floor. 
 

*� Additional Safeguards for Type I, II, and IV-A, IV-B, and IV-C 

Construction 
o See Sections 3310 through 3312 
 

*� EMERGENCY REPORTING 

All fires shall be reported immediately to 911, regardless of size or if they have been 
extinguished by personnel on site.  
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*� HOUSEKEEPING, TRASH, WASTE AND DEBRIS REMOVAL 

• Daily & Weekly Self-Inspection Program per IFC 3303.3 
o Hot work was reviewed with all sub-contractors, and areas were checked 

for compliance with hot work requirements for ignition  
o Temporary Heating Devices  
o Combustible and debris removed 
o Temporary wiring in good order 
o Flammable liquids stored in appropriate locations  
o Fire apparatus access maintained of obstructions, snow/ice(including 

construction worker vehicles) 
o Fire hydrants are clearly visible  
o FDC’s are clearly visible and not obstructed  
o Fire protection system status – standpipes, sprinklers, alarm system  
o Fire extinguisher locations and status 
o Daily and fire watch records are complete by responsible party   

 
• Weekly self-inspections will take place on: ________            _                                                                                                                  

The weekly self-inspection program will cover at least the following items: 
o Site security features (fences in good condition, gates locked, etc.) 
o Fire door status (to be left closed at the end of the workday) 
o No smoking and designated cooking area signs are in place 

 
 
                                                                                                                   

*� Trash, Waste, and Debris Removal 

• Responsible party: ___________________________________________ 
• _______________________________will perform and document daily checks 

to ensure that excess garbage and waste have been removed on a regular 
basis at the end of the work shift. 

• There will be no on-site burning of any waste materials. 
• Additional comments: _______________________________________ 
• Dumpsters shall be located a minimum of 30 ft from combustible construction. 
• If a temporary trash chute is to be used, a separate trash chute safety plan is 

required per NFPA 241 section 7.5.4.1.  
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*� SITE SECURITY & FIRE WATCH – NON WORKING HOURS 

• Security fencing shall be provided on all projects until the building entrances 
(windows and doors) are secured.  

• Guard service or an approved security camera system are required for all 
projects with combustible construction that exceeds 40ft in height. Guard service 
shall be provided during non-working hours (nights, weekends, and holidays) 
until the building is secured and all fire protection systems are operational. An 
approved security camera system will require a separate submittal to VFES 
showing camera locations, camera capabilities (viewing distance, night vision 
confirmation, PTZ capable, power source, etc.), and the active monitoring 
company contact information.  
NOTE: Security fencing shall be secured and shall not have any breaks or 
openings besides entry and exit gates. At least one exterior rated Knox padlock 
shall be provided at an approved location. In lieu of a Knox padlock, gates 
protecting fire lanes can be designed to have removable poles. These gates shall 
be labeled FIRE ACCESS and have fluorescent painted poles as approved by 
the VFES.  

 
 

*� SPECIAL HAZARDS and IGNITION CONTROLS 

• Cooking and smoking 
• Responsible party: ______________________________ 
• Cooking and smoking are not allowed within the building or within 30 feet of the 

building. 
• “NO SMOKING” signs shall be provided at each entrance to the building.  
• Non-combustible receptacles shall be provided at designated smoking areas.  
• Designated smoking area(s): ______________________________ 

 
• Designated cooking area(s): ______________________________ 
• Designated cooking area(s) shall be provided with signage that states 

“DESIGNATED COOKING AREA — COOKING OUTSIDE OF A 
DESIGNATED AREA IS PROHIBITED” 

• Designated/approved cooking appliances or methods: Open fires are not 
allowed. Listed LP gas or electric appliance are permitted.  

• Additional comments: ______________________________ 
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*� Flammable or Combustible Liquid Storage and Use, per IFC 

3309 
Responsible party: ______________________________ 
• Storage at least 50 feet from combustibles, away from means of egress. 

Located at______________________________. There shall be no storage of 
Class I or II liquids exceeding 60 gallons within 50 feet of the building. 
 

Product Location Maximum Quantity 
(gallons) 

   
   
   
   

 
• “NO SMOKING” signs shall be provided at flammable and combustible liquid 

storage areas. 
• Safety containers shall be provided for transfer and dispensing. 
• Storage area locked and ventilated. 
• Tanks and dispensers secure.  
• Secondary containment provided by ______________________________  
• Bonding and grounding features available.  

 
• Warning signs (No smoking at least 50 feet from fuel storage in place).  
• 2A-20B:C-rated portable fire extinguishers within 100 feet located 

at_____________________________                                               _   
• Additional comments: ______________________________ 

• Compressed Gas Storage and Use 
Responsible party: __________________________________________ 
• Type of gas and locations __________________________________ 
• Additional comments: ______                                  _______________ 

 
 
 
 
 

https://codes.iccsafe.org/content/IFC2024P1/chapter-33-fire-safety-during-construction-and-demolition#IFC2024P1_Pt04_Ch33_Sec3309
https://codes.iccsafe.org/content/IFC2024P1/chapter-33-fire-safety-during-construction-and-demolition#IFC2024P1_Pt04_Ch33_Sec3309
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*� DOCUMENTATION FOR APPLICABLE PROJECT FIRE-RELATED 

INSPECTIONS, TESTS, TRAINING, AND DRILLS AS REQUIRED BY 
NFPA 241 

• Documentation for fire related inspections, tests, training, and drills as required 
by NFPA 241 shall be provided            
                                                                                         

*� LIFE SAFETY PLAN 

• Means of egress shall be provided free and clear of obstructions at all times.  
• Not less than one half of the required exit stairs in the constructed areas shall be 

available for egress and fire department access at all times. 
• The stairway shall be lighted. 
• Floor identification signs per IFC section 1023.9 shall be provided once 

construction reaches the 4th level. 
 

*� TEMPORARY UTILITIES 

• Temporary Heating Equipment shall follow Chapter IFC Chapter 41 and NFPA 
241 (operational permits required) 

Responsible party:                                                                                                   . 
• All temporary heating appliances shall be listed, installed per the listing, and 

used per the listing. Appliances shall also be installed and used per the 
manufacturer’s instructions. 

• Spare LP gas cylinders will be stored outdoors at 
__________________________                                                                                          

• Spare cylinders will be secured against physical damage or unauthorized use.  
• ___________________________will be responsible for periodic leak checks 

and condition checks of the temporary piping and hoses used for distribution 
of fuels. 

• Carbon monoxide levels will be checked during heater operation by 
___________________________ 
 
 
 

• ___________________________will be responsible for checking at the 
beginning and end of each shift the safety and integrity of heaters, LP gas 
cylinders, securing of cylinders, and spare cylinder storage. 

https://codes.iccsafe.org/content/IFC2024P1/chapter-41-temporary-heating-and-cooking-operations
https://www.nfpa.org/for-professionals/codes-and-standards/list-of-codes-and-standards/free-access
https://www.nfpa.org/for-professionals/codes-and-standards/list-of-codes-and-standards/free-access
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• LP gas tanks in excess of 100lbs require a separate HAZMAT permit 
from VFES. 

• NOTE: IF HEATERS ARE TO BE USED BEYOND NORMAL BUSINESS 
HOURS, AN SITE DOCUMENTED FIRE WATCH MUST BE PROVIDED 
EVERY 30 MINUTES. 

• Additional comments: 
__________________________________________________ 

 
• Temporary Electrical Wiring 

Responsible party: ____________________________________ 
• Lighting shall be provided for all stairwells where stairs are present at all times. 
• All branch circuits from approved power outlet or panel board. 
• Conductors protected by overcurrent devices rated for their ampacity. 
• Conductors run where not subject to physical damage and fastened every 10 

feet.  
• Lighting equipment protected by guards. 
• Additional comments: 

_________________________________________________ 
 

*****Any additional Fire and Life Safety Information shall 
be attached to this document.  
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ANNEX: HOT WORK OPERATIONS 
 
HOT WORK  
This information was developed to ensure that the Hot Work will be managed and 
proper actions are taken to prevent loss due to fire caused by Hot Work (cutting, 
soldering & welding, explosion or any other activity that involves an open flame). All 
affected employees and contractors will receive instruction as to the expectations of 
them to ensure compliance with National Fire Protection Association (NFPA) 51B 
Standard for Fire Prevention During Welding, Cutting, and Other Hot Work.  
 
Scope 
The provisions apply to any work done on site using a welder, torch, grinding wheel, or 
any other facsimile and is to be strictly adhered to by all parties. The use of a Hot Work 
Permit when that hot work takes place away from the designated hot work areas is 
mandatory. 
 
Responsibilities 
Management 

• To ensure that all employees involved in the Hot Work Process are trained 
(including Permit Authorizing Individual, Hot Work Operator and Fire Watch). 

• Conduct periodic audits to ensure compliance with NFPA 51B. 
• Ensure that the policy is reviewed regularly and is current with all applicable 

regulations. 
 
PAI (Permit Authorizing Individual) 

• Assess the work area and sign the Hot Work Permit PRIOR to work 
commencing. 

• Have a copy of the permit at the job site hot work location and provide another 
copy to the General Contractor  

• Have a designated Fire Watch during Hot Work. This could be anyone who has 
been trained as Fire Watch. 

• Ensure that sprinkler systems are in working order, monitoring once per hour for 
a minimum of 6 hours or longer as determined. 

• After completion of Hot Work, ensure continuous monitoring for minimum of one 
hour or longer as determined by the PAI. This function may be performed by a 
designated Fire Watch, Plant Security Guard, Machine Operator or maintenance 
person. 

 
 
 
 

https://www.nfpa.org/downloadable-resources/forms/hot-work-permit
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Person Performing Hot Work 
The person doing the Hot Work must verify that a hot work permit is in place before 
starting Hot Work. The permit is issued for one location only and is valid for no longer 
than 24 hours, but must remain with the general contractor and the person who 
performed the hot work for 
 
 48 hours after completion of the hot work. It may become invalid if conditions change 
(i.e., adverse environmental conditions). The person doing the Hot Work is responsible 
for complying with all rules and regulations concerning safe work practices and all 
requirements stated on the permit. 
 
Special Hot Work Formal Fire Permit 
 
During wildfire red-flag days, fire restrictions, or extreme fire behavior conditions, all 
exterior hot work will need to be formally approved by Vail Fire & Emergency Services  
 
The Fire Watch 

• Assist Hot Work Operator in preparation and clean-up of Hot Work area. 
• Wet down surrounding areas, including lower floors and beams, if applicable. 
• Assess 35-foot radius for potential fire hazards. 
• Be alert to any changes and identify changes or concerns to Hot Work Operator. 

 
The Security Guard or Monitor 

• At the end of the monitoring period, the completed forms are picked up and 
delivered to the designated area. They are stored according to underwriter’s 
requirements. 
 

Outside Contractors 
• Will be trained and held to the same Hot Work Standards as the company 

employees. The supervisor who hires the contractor will ensure that this training 
has taken place prior to starting Hot Work and audits the process. 
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